










Tire 810 830 840 810 830 \ 840

A) 700
750

139" (353cm) 141" (358cm)
144" (366cm)

141" (358cm)
144" (366cm)

E) 115" (292cm) 113.5" (288cm)

B) 700
750

19.5" (49.5cm) 19" (48cm)
21.6" (55cm)

19" (48cm)
21.6" (55cm)

F) 103" (262cm) 104" (264cm)

C) 700
750

106" (269cm)
Wheels Narrow

116" (295cm)
117" (297cm)

119" (302cm)
120" (305cm)

G) 59" (150cm) 66.5" (169cm)
74.4" - 840

C) 700
750

117" (297cm)
Wheels Wide

127" (323cm)
128" (325cm)

130" (330cm)
131" (333cm)

H) 384" (975cm) 385" (978cm)

D) 700
750

24" (61cm) 24" (61cm)
27" (68cm)

24" (61cm)
27" (68cm)

I) 301" (765cm) 301" (765cm)

SPECIFICATIONS:

TimberPro Inc.
1407 Industrial Dr.
Po Box 415
Shawano WI 54166 USA

Tel: 715-524-7899 
Fax: 715-524-7898
E-Mail: info@timberpro.com
www.timberpro.com

LIFT CAPACITY - forwarder
31.5'	 6,320 lbs (2,867 kg)
25.5'	 7,540 lbs (3,420 kg)
20'	 11,320 lbs (5,135 kg)
15'	 12,880 lbs (5,842 kg)

(Lift Capacities do not include attachment weight)

LIFT CAPACITY - feller buncher
24'	 10,800 lbs (4,899 kg)
20'	 14,560 lbs (6,604 kg)
15'	 22,200 lbs (10,070 kg)
10'	 25,000 lbs (11,340 kg)	

TimberPro's
short wheelbase 
allows for a tight 
inside turning 
diameter of 
39' (11.9m).

TOTAL FRONT AXLE REAR AXLE
810 48,620 (22,054 kg) 33,120 (7,384 kg) 15,500 (7,053 kg)
830 51,920 (23,550 kg) 35,640 (16,166 kg) 16,280 (7,384 kg)
840 52,920 (24,004 kg) 36,640 (16,620 kg) 17,280 (7,838 kg)

BASE MACHINE WEIGHT (LBS)




